
985237 
CIGARETTE LIGHTER INSTRUCTION SHEET 

CORVAm 95 

-----~-

LAMP ASM. 

HOUSING ASM. 

INSTRUMENT 
PANEL 

/-

1 HEAT~WmE(BLACK)--
~ ~ 

---- -- HEA T1NG UNIT 
"KNOB ASM. 

JUNCTION BLOCK 

STEP 1 REMOVE PLUG FROM HOLE IN INSTRUMENT PANEL, 

STEP 2 INSERT HOUSING THRU BEZEL" HOLE IN INSTRU
MENT PANEL" SECURE WITH RETAINER. "LUG REA T1NG 
UNIT INTO HOUSING. SEE FIG. I. 

STEP 3 ATTACH CONNECTOR TO TERMINAL ON HOUSING" 
INSERT LAMP INTO RETAINER. SEE FIG. I. 

tC" Chevroltt D1NIoII 
~. \!.I1"l a.,eral Motora Corp. 324 

STEP 4 LOOP wmES AROUND HARNESS" ROUTE TO 
JUNC TION BLOC K. SEE FIG. I. 

STEP 5 PLUG BLACK wmE CONNECTOR INTO OPEN-
ING IN JUNCTION BLOCK MARKED "eIG. LTR.". & 
CONNECTOR WITH JUMPER INTO OPENING MARKED 
"PANEL LPS." DiDI If receptacle 18 occupted, remove ex
istlng wire & connect to jumper wire. 
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