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", _ &\~ (NO. 11 DRILL) mIIIFor proper mirror adjustment, mirror can 

\
~~ be positioned in slots in Iilirror support. 

SCREW For additional in & out adjustment Mounting 
5/16 - 18 X 3/8 bracket can be positioned inside of arm. 

TRUCK INSTALLATION PLAIN WASHER 

STEP 1 ON L. H. SIDE ONLY, REMOVE & DISCARD EXIST
ING MIRROR && ATTACHING PARTS. PLUG HOLES WITH 
P ARTS PROVIDED. SEE FIG. 1. 

STEP 2 MARK HOLE CENTER AT TOP OF DOOR && VERTI
CAL CENTERIJNE AT BOTTOM FROM FRONT EDGE OF 
C. V. PILLAR, USE DIMENSIONS SHOWN. USING TOP BRACK
ET (STAMPED 1# 1) AS TEMPLATE, MARK REMAINING TOP 
flOLE. SEE FIG. 1. 

SHP 3 CENTERPUNCH && DRILL TOP HOLES IE ATTACH 
TOP BRACKET (STAMPED It 1) && GASKET WI'I'H ATTACH
ING pARTS PROVIDED. SEE FIG. 1. 

SHP 4 ASSEMBLE MOUNTING BRACKETS IE GASKETS TO 
ARM. SEE FIG. 1. mill Do not spread brackets over tube, 
but assemble from arm end. 

STEP 5 ASSEMBLE BRACKET (STAMPED * 1) TO TOP SIDE 
OF LOWER PART OF ARM, IE BRACKET (STAMPED *2) TO 
BOTTOM SIDE OF LOWER P ART OF ARM WITH ATTACHING 
PART PROVIDED. SEE FIG. 1. 

i1'j. CD 1901 Chevrol,t DlvlalOD 
. General Motors Corp. 

STEP 6 ATTACH UPPER PART OF ARM TO UNDER SIDE OF 
TOP BRACKET WITH ATTACHING PARTS PROVIDED. SEE 
FIG. 1. 

STEP 7 LINE UP LOWER BRACKETS WITH CENTERLINE 
PREVIOUSLY MARKED, USE BRACKETS AS TEMPLATE. 
MARK HOLE CENTERS, CENTEflPUNCH && DRILL 
BOTTOM HOLES. SEE FIG. 1. 

STEP 8 ATTACH BOTTOM BRACKETS && GASKETS WITH 
ATTACHING PARTS PROVIDED. SEE FIG. 1. 

STEP 9 ASSEMBUo: MlRROR SUPPORTS TO MIRROR WITH 
ATTACHING PARTS PROVIDED. SEEi FIG. 1. 

STEP 10 INSTALL MIRROR BY ATTACHING MIRROR SUp· 
PORTS TO MOUNTING BRACKET WITH AT T A CHI N G . \ 
PARTS PROVIDED. SEE FIG. 1. 

Slip 11 FOa R. H. REAR VIEW M I R R 0 R INSTALLATION 
REPEAT STEPS 2 THRU 10. 
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CORVAIR 95 INSTALLATION 

STEP lOON L. H. SIDE ONLY. REMOVE & DISCARD EXIST
ING MmROR && ATTACHING PARTS. P LUG HOLES WITH 
P ARTS PROVIDED. SEE FIG. 2. 

STEP 20 MARK HOLE CENTER AT TOP OF DOOR" VER
TICAL CENTERLINE AT BOTTOM FROM FRONT EDGE 0 F 
C. V. PILLAR, USE DIMENSIONS SHOW N. USING TOP 
BRACKET (sTAMPED * 1) AS TEMPLATE, MARK REMAIN
ING TOP HOLE. SEE FIG. 2. 

STEP 30 CENTERPUNCH & DRILL TOP HOLES" ATTACH 
TOP BRACKET (STAMPED * 1) && GAsKET WITH ATT ACH
ING PARTS PROVIDED. SEE FIG. 2. 

STEP 40 ASSEMB_NTING BRACKETS" GASKETS TO 
ARM. SEE FIG. ~~Do not spread brackets over tube, 
but assemble from arm end. 

STEP Sa ASSEMBLE BRACKET (STAMPED * 2) TO TOP 
SIDE OF LOWER PART OF ARM. && BRACKET (STAMPED * 1) TO BOTTOM SIDE OF LOWER PART OF ARM WITH 
ATTACHING PARTS PROVlDED. SEE FIG. 2. 
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II1II For proper mirror adjustment. mirror can 
be positioned in slots in mirror support. 
For additional in " out adjustment mounting 
bracket can be positioned inside of arm. 

STEP 6a ATTACH UPPER PART OF ARM TO TOP SIDE OF 
TOP BRACKET WITH ATTACHING PARTS PROVIDED. SEE 
FIG. 2. 

STEP 7a LINE UP LOWER BRACKETS WITH CENTERLINE 
PREVIOUSLY MARKED. USE BRACKETS AS TEMPLATE, 
MARK HOLE CENTERS, CENTERPUNCH" DRILL BOTTOM 
HOLES. SEE FIG. 2. 

STEP 8a ATTACH BOTTOM BRACKETS" GASKETS WITH 
ATTACHING PARTS PROVIDED. SEE FIG. 2. 

STEP 9a ASSEMBLE MIRROR SUPPORTS TO MmROR WITH 
ATTACHING PARTS PROVIDED. SEE FIG. 2. 

SlEP lOa INSTALL MlRROR BY ATTACHING MIRROR SUP
POR TS TO MOUNTING BRACKETS WITH ATTACHING PARTS 
PROVIDED. SEE FIG. 2. 

STEP 110 FOR R. H. REAR VIEW MIRROR INSTALLATION 
REPEAT STEPS 2a THRU lOa. 


